
 

 

REC PU TOP COAT 
POLYURETHANE TOP COAT 

 DESCRIPTION 

This is a two component chemically curing aliphatic acrylic polyurethane coating. It has a glossy finish with 
good gloss retention. It is a high solids product. To be used as top coat in atmospheric environments. 
Specially designed for application with brush and roller. 

 PRIMARY APPLICATIONS 

Marine: 
Recommended for topside, deck and superstructure. 

 TECHNICAL INFORMATION 
 

PROPERTY TEST/STANDARD DESCRIPTION 

Solids by volume ISO 3233 61 ± 2 % 

Gloss level (GU 60 °) ISO 2813 gloss (70-85) 

Flash point ISO 3679 Method 1 82 °F (28 °C) 

Density calculated 1.4 kg/l 
 

VOC-US/Hong Kong 
US EPA method 24 (tested) 

(CARB(SCM)2007, SCAQMD rule 1113, Hong Kong) 

 

2.79 lbs./gal 

• The provided data is typical for factory produced products, subject to slight variation 
depending on color. 

• All data is valid for mixed paint. 

• Gloss description: According to RECKON Performance Coatings' definition. 

 
 

 
Approvals and 
certificates 

Grain, Newcastle Occupational Health 

When used as part of an approved scheme, this material has the following 
certification: 

• Low Flame Spread in accordance with EU Directive for Marine 
Equipment. Approved in accordance with parts 5 and 2 of Annex 1 of 
IMO 2010 FTP Code, or Parts 5 and 2 of Annex 1 of IMO FTPC when 
in compliance with IMO 2010 FTP Code Ch. 8 

• Additional certificates and approvals may be available on request. 

Colors according to color card and Multicolor Industry tinting system (MCI) 

 DIRECTIONS FOR USE 

SURFACE PREPARATION: 
To secure lasting adhesion to the subsequent product all surfaces shall be clean, dry and free from any 
contamination. 
SURFACE PREPARATION SUMMARY TABLE 
 

Substrate 

Surface preparation 

Minimum Recommended 

Coated surfaces Clean, dry and undamaged compatible 
coating 

Clean, dry and undamaged compatible 
coating 

APPLICATION: 
The product can be applied by 
Spray: Air spray or airless spray may be used. 
Brush: Recommended. Care must be taken to achieve the specified dry film thickness. 
Roller: Recommended. Care must be taken to achieve the specified dry film thickness. 



 

 

PRODUCT MIXING RATIO (BY VOLUME): 
Comp A 9 part(s) 
Comp B 1 part(s) 

THINNER/CLEANING SOLVENT: 
REC CLEANER 

GUIDING DATA FOR AIRLESS SPRAY: 
Nozzle tip (inch/1000): 13-19 
Pressure at nozzle (minimum): 150 bar/2100 psi 

FILM THICKNESS PER COAT: 
Dry film thickness 2 mils (50 µm) - 3 mils (80 µm) 
Wet film thickness 3 mils (85 µm) - 6 mils (140 µm) 
Theoretical spreading rate 500 ft²/gal (12.2 m²/l) - 310 ft²/gal (7.6 m²/l) 

DRYING AND CURING TIME: 
Substrate temperature 5 °C 10 °C 23 °C 40 °C 

Surface (touch) dry 3h 2h 1h 30 min 

Walk-on-dry 24h 14h 7h 4h 

Dried to over coat, minimum 24h 14h 7h 4h 
Dried/cured for service 21d 14d 7d 3d 
• For maximum overcoating intervals, refer to the Application Guide (AG) for this product. 
• Drying and curing times are determined under controlled temperatures and relative humidity 

below 85 %, and at average of the DFT range for the product. 
• Surface (touch) dry: The state of drying when slight pressure with a finger does not leave an 

imprint or reveal tackiness. 
• Walk-on-dry: Minimum time before the coating can tolerate normal foot traffic without 

permanent marks, imprints or other physical damage. 
• Dry to over coat, minimum: The recommended shortest time before the next coat can be applied. 
• Dried/cured for service: Minimum time before the coating can be permanently exposed to the 

intended environment/medium. 

POT LIFE: 
Paint temperature 23 °C 

  1.5 h 

HEAT

 

RESISTANCE 
 

Temperature  
Continuous  Peak  Dry,

 
atmospheric

 120  °C  140  °C  
• Peak temperature duration max. 1 hour. 
• The temperatures listed relate to retention of protective properties. Aesthetic properties may 

suffer at these temperatures 

PRODUCT COMPATIBILITY: 
Depending on the actual exposure of the coating system, various primers and topcoats can be used in 
combination with this product. Some examples are shown below. Contact RECKON for specific system 
recommendation. 

 

Previous coat: epoxy, zinc epoxy, epoxy mastic, polyurethane 

 PACKAGING 

REC PU TOP COAT is available in 20 kg Kit. 

 STORAGE 

The product must be stored in accordance with national regulations. Keep the containers in a dry, cool, 
well-ventilated space and away from sources of heat and ignition. Containers must be kept tightly closed. 
Handle with care. 

Pot life



 

 

Shelf life at 23 °C 
REC PU TOP COAT Comp A 06 month(s) 
REC PU TOP COAT Comp B 03 month(s) 

 
In some markets commercial shelf life can be dictated shorter by local legislation. The above is minimum 
shelf life, thereafter the paint quality is subject to re-inspection. 

 HEALTH & SAFETY 

Please observe the precautionary notices displayed on the container. Use under well-ventilated 
conditions. Do not inhale spray mist. Avoid skin contact. Spillage on the skin should immediately be 
removed with suitable cleanser, soap and water. Eyes should be well flushed with water and medical 
attention sought immediately. 
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