
 

 

 
REC PU TRACK 777  
PU RUNNING TRACK 
 
 
  

 

DESCRIPTION

  

SCOPE:
 
The complete installation of cast-in 

place 
 

polyurethane bound rubber granule mat track 
surface 

 
as formulated by and furnished by 

RECKON
 

CHEMICALS
 

(PRIVATE)

 

LIMITED.
 

Materials
 

include 
 

primer, polyurethane binder, rubber 

granules,

 

and 

 

track line paint.
 

 
  

 
 

TYPICAL  STANDARDS:

 

Total average thickness of 

rubber

 

base pad shall be 3/8” to 1/2” as speci fied and 

installed

 

over specified grade asphalt/ concrete of 3” 

minimum

 

thickness, placed in two lifts of

 

1-1/2” each.

 
 

DIN STANDARDS (INTERNATIONAL STANDARDS):

 

Total

 

thickness shall be min. 13 mm and laid over 

foundation

 

which is constructed in accordance with 

DIN18035

 

PART

 

6 specification.

  

 TECHNICAL INFORMATION  

Thickness ≥ 13mm 

Force Reduction 35 - 50% 

Modified Vertical Deformation .6-1.8mm 

Friction ≥ 47 TRRL Skid Resistance 

Tensile Strength  ≥ 0.5 MPa 

Elongation at Break ≥ 40%  

 DIRECTIONS FOR USE 

SUBSTRATE 
Asphalt is the safer subfloor for sport floorings for sure and must be always preferred than concrete 
surfaces. 
 
ASPHALT SUBSTRATE 
The asphalt must have a slope of 0.7-1% and must dry for at least 30 days so that all solvents from the 
asphalt can evaporate. 
 
The asphalt sub-floor should be applied on well compacted 150mm road base sub-floor and asphalt 
should be laid in one layer (and not 2) in 6 to 8cm with fine and coarse aggregates (up to 15mm 
granulometry) like the kind of asphalt used in road construction. 

REC PU TRACK 777 is a  premium quality, water permeable competition track  surface. The base layer is
 composed of a prepackaged two component moisture cure polyurethane and rubber granules, cast in a
single layer application



 

 

 
So, new road-grade asphalt will have to be laid (minimum 60mm) in one layer containing coarse 
aggregates and then mature for 30 days at least, before any application takes place on top of the asphalt 
to avoid bubbles on the final layer of the sport or rubber floorings. 
 
CONCRETE SURFACE 
Concrete surface must be power-trowelled without cracks and must be smooth with a slope of 0.7-1% 
and humidity under 4% in 10cm depth of concrete. 
 
Concrete must also be dry at least for 40 days and then the application takes place if there is no rising 
humidity for the sub-floor. Before the application takes place, there must be proper grinding of the 
surface by a grinding machine to open the pores accordingly and also a measurement by special 
instrument to measure humidity on the surface and in 10cm under the surface. 
 
Generally concrete is a risky sub-floor and there may be problems with rising humidity, especially in 
areas where the sea level is really high and when the sea is close or in areas near greenery. 
Always make expansion joints in large areas of concrete, in order to avoid uncontrollable cracks and 
failures. Joints should be every 25 square meters creating a grid of 5x5 meters or close to that. 
 
PREPARATION – APPLICATION 
Applied on dry asphalt surfaces (30 days old at least) or smooth concrete surfaces (30 days at least old) 
without arising humidity issues and free of materials that might prevent bonding e.g. dust, loose 
particles etc (in case of asphalt or concrete). The success in the application depends on the right 
preparation of the underlay and use of the material. 
 
Good, dry cleaning of the surface from dust and residues. Priming of the surface with PU Primer applied 
by airless spray or brushes. The base coat of REC PU TRACK 777 should be constructed while PU Primer 
is still sticky (wet on wet procedure). 
 
The base shock-absorbent layer of REC PU TRACK 777 should be constructed within 6-12 hours of 
primer application. Good mixing of the PU(SB) with recycled rubber granules (0,5-2,5mm) to create a 
flexible shockabsorbent layer. 
 
The mixture is poured on the surface and spread using a suitable paving machine or other appropriate 
machine or a hand straightedge. If the application will be done with hand straightedge then small 
irregularities in the surface may be removed by rolling on the fresh surface using a metallic cylinder. 
 
After the surface is fully cured (depending on the temperature and humidity, the curing of the shock-
absorbent base coat of REC PU TRACK 777 will take 12-48 hours), follows the application of the final top 
spray coating of the REC PU TRACK 777 which is consisted by Polyurethane and EPDM granules of 0.5-
1.5 mm granulometry. The EPDM granules must be dry. 
 
The two components of Polyurethane are thoroughly mixed at site. The EPDM granules and the PU are 
mixed and applied with a suitable spraying machine. Then the TOP SPRAY COATING OF Running Track 
Spray Coat SYSTEM is applied in two “cross hatch” layers. The curing time of the TOP SPRAY COATING OF 
THE Running Track Spray Coat SYSTEM is 9-12 hours. After this time, the second layer can be applied. 
 
The second layer has to be applied “cross hatch”, i.e. perpendicular to the first layer to insure a good 
coverage. 
 
Curing takes place at ambient temperature and is influenced by atmospheric moisture. Higher 
temperatures and moisture will shorten the cure time. After 3-5 days, the TOP SPRAY COATING OF THE 
Running Track Spray Coat SYSTEM is fully cured. 
Application of top coat PU for UV-protection of the surface of EPDM. Especially with light colors such as 
blue, orange, green. 



 

 

Important Remarks 
 
During temperatures over 40 degrees, ideal time for the application of REC PU TRACK 777 is between 
22:00 and 09:00 and the minimum bearing temperature during application and drying should be over 10 
oC. 
 
The freshly coated surface should be protected from high temperatures, wind, rain and frost for at least 
the first 24 hours. 
 
QUALITY ASSURANCE : ACCEPTABLE INSTALLER 
REC PU TRACK 777 shall be installed by and authorized factory-trained dealer only. Installer must submit 
list of similar work using Company materials. 
 
 

STORAGE & SHELF LIFE   
The general contractor shall provide a secure, clean, dry location for storage of materials at 50°F to 85°F 
temperature minimum. Outdoor storage must be fully protected from moisture by a covering with 10 
mil polyethylene fill and tarpaulin. All materials stored outside shall be inspected by installer/dealer for 
moisture contamination before application. Manufacturer recommends materials are to be stored at a 
secure/locked facility. 

HEALTH & SAFETY   
Before handling or using this product please refer to the Safety Data Sheet for complete health, safety 
and environmental information. Dispose of waste in accordance with local, state and federal 
regulations. 
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