
 

 

 

REC SB FAST DRY 907 
HIGH SOLIDS SOLVENT BASED AROMATIC FREE FAST DRY ROAD MARKING PAINT 

 DESCRIPTION  

REC SB FAST DRY 907 road marking paint is a one component, thermoplastic methacrylate resin, solvent- 
based road marking paint, offering fast drying and fast return to service. Excellent road performance and 
reduced emissions. Formulated to comply with the requirements of SANS 731-1:2015 Single-Pack 
Solvent-Based Paints. 

 

REC SB FAST DRY 907 road marking paint is formulated as a high solid’s solvent-based road marking paint 
for the marking of highways, local roads, intersections, crosswalks, and parking lots with or without 
reflective glass beads. 

 
REC SB FAST DRY 907 will adhere directly to asphalt and correctly primed concrete roads or paved 
surfaces. 

 FEATURES/BENEFITS  

• Excellent adhesion to asphalt. 

• Excellent adhesion to primed concrete. 

• Fast drying. 

• Suitable for both bituminous & primed concrete surfaces. 

• Suitable for application with airless and air atomizing equipment. 

• Good glass bead embedment and retention properties. 

• Excellent dirt resistance. 

• Excellent coverage. 

• Excellent resistance against abrasion. 

• Excellent alkali resistance on concrete surfaces. 

• High luminance 

• Free of aromatic solvents 

 TECHNICAL INFORMATION  
 

Color White, yellow, red, black, blue & green. 
(Other colors available upon request) 
Color complies with SANS 731-1 in accordance with BS 
381 C, EN 1871 chromaticity co- ordinates Table 2. 

Luminance Factor 
(Reflectivity): EN 1871 – 
Table 1 

Class LF7 ≥ 85% for White 
Class LF2 ≥ 50% for Yellow 

Viscosity 80 – 90 KU 

Hiding Power: 
Applied @ 200µm gap 
clearance &tested to SANS 
2814 
EN 1871 Table 3 

HP4 ≥ 95% for White 
HP2 ≥ 90% for Yellow 

Finish Smooth matt 85° specular gloss of not > 30% 

Density (approx.) 1.65 Kg/ Litre (Typical for white) 

Mass Solids 76% 



 

 

 

Volume Solids 55% 

Typical Film Thickness & Coverage 
(On flat surfaces) 

0.30 Lt to 0.60 Lt per m²  FOR 300µm to 600µm WFT
 0.50

 
Kg

 
to

 
1.00

 
Kg/

 
m² FOR 165µm

 

to

 

330µm

 

DFT

 
Method of Application Airless or air atomizing equipment 

Number of Coats 1 coat by spray 

Application Temperature 5˚C to 45˚C 

Drying Time vs 
Humidity vs 
Temperature 

Relative Humidity Air Temperature 
10 – 20°C 20 – 40°C 

20 – 50% 10 – 20 min 5 – 15 min 

50 – 80% 15 – 30 min 10 – 25 min 
80 – 90% 30 – 60 min 20 – 45 min 

Specification Compliance EN 1436, EN 1871 and SANS 731/1:2015 Type 1 Class 1 Single 
Pack Solvent-Based Paints – machine spray application 

Drying – Time Classification: 
ASTM D 711 - Classified no pick- 
up time of paints (380µm WFT) 
shall be: 

Class 1: 15 minutes max 

Resistance to Sagging 375um 500µm 

Drop on Reflective Glass 
Beads*Applied minimum 
400 gm/m² 

REC Reflective Glass Beads AP EN 1423 212-850um Class A 
REC Reflective Glass Beads UC EN 1423 212-850um Class A 

Tariff Code HS32082090 

Only use glass beads that have been tested and deemed suitable for application. An embedment of 50 – 

60% glass beads is optimal to achieve good adhesion and retro reflectivity. 

*Application equipment & methods should be adjusted to optimize the applied product. 

*Selecting the correct bead will enhance the total durability of the road marking system, always consider 

the diameter of the bead being used with the thickness of the coating to be applied. The paint thickness 

should not be less than 50% of the diameter of the smallest glass bead. 

 DIRECTIONS FOR USE  

REC SB FAST DRY 907 is supplied ready for processing. Before processing the material must be mixed well. 

In general, it is not necessary to add thinner but for optimizing the materials spray properties approx. 2% 

Solvent EA can be added. 

 
Refer to application guideline for further details. 

 
SURFACE PREPARATION: 

The surface must be dry, clean, free of dust, contamination, oils, loose particles, and other impurities. 

Existing road markings and surface must be checked for load bearing capacity where the road marking 

material is to be applied. 

 
If in doubt an adhesion test sample should always be carried out. 

If required, the old road markings should be removed prior to application using suitable mechanical 

methods. 

 
CONCRETE OR CEMENT BOUND SURFACES 



 

 

Surface components that impair adhesion, such as fine mortar layers, concrete slurries, curing compounds 

etc. must be removed by suitable mechanical methods such as high-pressure cleaning, grinding or blast 

cleaning. Concrete or cement bound surfaces should always be primed with Deep Penetrating Primer WB. 

 
Ensure that the surface is completely wetted with primer to ensure optimal adhesion of the road paint. 

The consumption of the primer depends entirely on the porosity of the concrete. The primer should have 

sufficient time for the water to evaporate prior to final application of the road paint which is generally 

around 30 minutes. Generally, once the primed surface is no longer sticky to the touch it is ideal for 

application of road paint. 

 
The moisture of the concrete should not exceed 4% when marking. A minimum 48 hours should be 

allowed after rain. 

 
BITUMINOUS SURFACES 

Loose elements such as grit should be removed. Existing chemical additives on the surface of new bitumen 

surfaces such as flux oils, oleiferous separating agents for rollers and similar which are detrimental to the 

adhesion of subsequent coats and can cause discoloration. A test piece should be applied and if any 

negative results are obtained, the surface should be allowed to weather for an additional 4 to 6 weeks. 

 
PRECAUTIONS, TIPS & CLEAN-UP: 

• When sitting overnight, they system should be closed. 

• Make sure the pump pressure is off if it is an airless system. 

• If the system has not been in use for a long time, flush with Solvent EA. 

• If the paint dries though, cleaning with MEK or acetone will soften the paint enough to remove 

it from the equipment. 

• Use only Solvent EA for paint flushing or equipment washing. 

• Air caps and nozzles must be removed and cleaned carefully with Solvent EA using a nylon 

brush. 

• Never allow the paint to dry through in the lines or on the gun and tips. 

CLIMATIC CONDITIONS: 

• Always check weather forecast. 

• Do not start application if heavy rain is expected within 2 hours. 

• As for other road markings do not paint on wet surfaces. 

• Do not apply below 5˚C or over 45˚C air temperatures. 

PACKAGING 

REC SB FAST DRY 907 is available in 5-, 20- & 210-Liter Drums 
. 
STORAGE 

• Shelf Life: 12 months @ 25°C from date of manufacture. 
• Materials must be stored in a warehouse with temperatures between 5⁰C and 35⁰C. 
• Material should not be used after the shelf-life expiry date. Drying performance and glass 

bead retention may decrease if shelf life is exceeded. 



 

 

 

HEALTH & SAFETY  
As with all construction chemical products, caution should always be exercised. Protective clothing such 
as gloves and goggles should be worn. Treat any splashes to the skin or eyes with fresh water 
immediately. In case of swallowing, seek medical assistance.  

QUALITY STATEMENT 
All our products are manufactured to comply with our internal QA/QC program and quality 
management system to ensure consistency and quality. 

DISCLAIMER 
While the company guarantees its products against defective materials, the use and application of these 
products are made without guarantee since the conditions of their application are beyond its control. It 
is recommended to verify with the company that the product is suitable for the intended use. This Data 
Sheet version is the latest one. The company may modify it without any prior notice. Technical 
characteristics are listed for guidance only. For more information, please contact the company’s head 
office located in Lahore. 

NOTE 
The information included on this Technical Data Sheet is the sole property of Reckon Chemicals Pvt Ltd, 
Lahore. The unauthorized disclosure, use, dissemination or copying (either whole or partial) of this data 
sheet or any information it contains, is prohibited and subject to legal pursuit. 
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