
 

 

REC COAT  BZ  91  
GENERAL PURPOSE CONCRETE EPOXY COATING  

 DESCRIPTION  

REC COAT BZ 91 is a modified, two-pack, epoxy coating primarily designed to protect Portland Cement 

Concrete (PCC) from moisture and many corrosive chemicals. The coating provides a glossy, tile-like finish 

which is tough, easy to clean and hygienically. It will fill rough, uneven areas to provide a smooth finish. 
 

 PRIMARY APPLICATIONS  

Coating PCC, cinder block, masonry or brick, etc. to provide a waterproof, abrasion and chemically 

resistant barrier. 

It is suitable for coating nuclear power plant cooling systems, water tanks, desalination plants, fuel and 
oil reservoirs etc. 
Corrosion protection of steel. 
 

 TECHNICAL INFORMATION 

Form: Two packs to be mixed immediately before using 

Colours: 
Concrete grey, red, green, tobacco, ochre. 
Special colours upon request. 

Mixing ratio: 88 parts “A” to 12 parts “B” by weight. 

Density: 1,65 ± 0,05 Kg/dm3 
Solids content: 100% 

Viscosity:  35- 40 Poises 

Pot life: 50 mins. 
Thin film tack free time: 8 hours 

Touch dry: 14 hours 

Overcoating time: 8 – 24 hours depending on temperature 

Full cure: 7 days 

Shore "D" Hardness: 45 

Abrasion resistance (TABER Cs 17): 55 Mg. 

Number of coats: 1 – 2 over Primer 

Consumption: 300-400 gr/sq.m per coat 

Film thickness: 180-240 micron per coat 

Elongation to break: 5% 

Application Temperature: 
Not recommended when ambient and/or surfaces 
temperature is below +5° C and falling or exceeding 
40°C  

 DIRECTIONS FOR USE 

SURFACE PREPARATION 

Surfaces must be sound and free from dirt, grease, old paint residues, loose material, rust or other 

contaminants. 

The recommended methods of cleaning are: 

 Grit-blasting. 

 High pressure water jetting. 

 Mechanical brushing. 

 



 

 

MIXING 

Check uniformity of each component and stir parts "A" and "B" separately. 

Mix only the quantity of material that can be used before expiration of pot-life. For standard quantities, 

pour all of part "B" into can containing part "A". Mix thoroughly using a mechanical low speed mixer with 

a paint mixing paddle until material attains uniform consistency and colour. Carefully scrape the sides and 

bottom of the containers while mixing. Thorough mixing will take 3 to 5 minutes. 

For larger batches check uniformity of each component, stir parts "A" and "B" separately and thoroughly, 

measure the two components as specified on the packs into a clean container and proceed as above. 

 

APPLICATION 

REC COAT BZ 91 may be applied by brush, roller or sprayer. 

On a metal or smooth trowelled concrete surface, one Kg. REC COAT BZ 91 will cover up to 3 sqm area. 

To insure good adhesion, the maximum overcoating time should be: 

 24 hrs. at 23°C 

 16 hrs. at 32°C and more. 

Whenever possible it is advisable to prime the support with REC PRIMER. 

CLEAN UP 

Clean tools and equipment with "REC CLEANER" or toluene, or acetone. 

PACKAGING   
REC COAT BZ 91 is available in 09 kg and 20 kg packs.  
 

STORAGE   
REC COAT BZ 91 have a shelf life of 12 months from date of manufacture if stored at temperatures 

between 2oC and 35oC.  
 

If these conditions are exceeded, Reckon Technical Department should be contacted for advice. 
 

 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

Product Data Sheet REC COAT BZ 91, Version 01.01  




